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AAApplication:pplication:pplication:  
Larry McGee Company’s “Radio DTMF Controller”, Model 14-99009,  provides radio-control 
of two relays for convenient control of gates, switches and other equipment.  Up to 4 inputs 
from the controlled equipment can be utilized. 
 
 
 Features:Features:Features:  
· 8-channel synthesized, programmable VHF radio with channel select switch on the front 

panel. 
· Accepts DTMF codes up to four digits, plus one digit for the command.  Commands in-

clude “Normal;”, “Reverse” & “Report Status”. 
· Four opto-isolated inputs to indicate status of system (e.g., “normal” or “reversed”, 

“occupied”). 
· Up to five messages can be recorded, using a DTMF microphone plugged into the front 

panel:  “Switch is Normal”, “Switch is Reversed”, “Switch is Disabled”. 
· Dual relays for “Normal” and “Reverse” commands. 
· One of the inputs can be used in conjunction with a presence detecting device to disable 

the Controller. 
 
 Installation & Operation:Installation & Operation:Installation & Operation:  
To install, the front panel is removed and the connections are made to the terminal strips 
and the antenna cable is attached to the radio.  The unit may be mounted vertically or hori-
zontally.  After selecting the radio channel and recording the messages, operation is simple.  
Assuming the DTMF address for the unit is “567”, example commands and voice responses 
are:  
· Transmit “5671”.  If the switch is not in Normal, the Normal relay momentarily activates.  

When the switch arrives at that position, the status is transmitted over the radio, e.g., 
“Switch 2 in Normal position”. 

· Transmit “5675” and the status of the switch is transmitted over the radio, e.g., “Switch 2 
is Reversed”.�
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Physical Description:Physical Description:Physical Description:  
Physical Description 
The Radio DTMF Controller is enclosed in a metal case with an included wall-mounting bracket.  
DTMF selection switches and radio channel selection switches are located on the front panel.  
The “Wago” connectors are inside as is the radio.   
 
 
Specifications:Specifications:Specifications:  
Input Power                        8 to 35 volts DC, less than 2 Amps max. (with radio transmitting),    
                                           diode protected against reversed polarity. 
Radio                                 Programmable VHF, 8 synthesized channels.  Select channel with   
                                           rotary switch on front panel.  Nominal 5 Watts transmit power. 
Temperature Range            Operational: -30C (-22F) to +60C (+140F) 
                                           Storage: -40C (-40F) to +80C (+176F). 
Size                                    Overall dimensions, including mounting bracket, are 7.75” tall x 6.75” 
                                           wide x 4.4” deep. 
Weight                                5 pounds. 
Surge Protection                40 Volt TVS between Power and Ground 
Relay Contacts                   Two NAiS ST1-DC5V (or similar) relays, each with one Form A and 
                                           one From B contact.  Relay contacts rated 8 Amp @ 30 VDC or 380 
                                           VAC. 
Terminals                           ”Wago” brand, latching plug-in with “Cage Clamp” 
DTMF Code                       1-4 digit, selected with rotary switches on front panel.  The DTMF de-
                                           tector resets after app. 2 seconds without decoding a digit. 
Inputs                                 Four optically isolated inputs provided.  Voltage range of 8—35 VDC. 
Recording                           Five messages can be recorded, each up to 40 seconds.  Messages 
                                           remain in memory even if power is removed.  Messages are recorded 
                                           using a DTMF microphone connected to the front of the unit. 
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Ordering Information:Ordering Information:Ordering Information: �
14-99009—”xy”       Radio DTMF Controller 
Options:                   “xy” - Used to designate version, e.g., special software versions. 
Specific operational needs can be accommodated. 
 
    Examples of part numbering: 
           14-99009-03A   Special version (“03”) with specific operational parameters, version A. 
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